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Glossy Polypropylene Film

Product Code: AIGP07

Property 

Specifications


Material 

White Glossy Polypropylene Film

Total gauge 
6.6 + 0.3 mil

Weight

120 + 5% gsm

Opacity
>90 % (CIE)

Color 

L*=90 + 2.0, a*=1.5 + 2.0, b*=-70 + 2.0

Whiteness
≥ 100 (CIE)

Gloss (60deg) 
> 98

Printer/Ink Compatibility

Encad, ColorSpan, Hewlett-Packard, Mimaki, Mutoh, Roland & Epson Series dye-based inks.

Software Settings 

To optimize print quality, printer mode should be set for best and media

selection should be Glossy film / Photo paper , It’s recommended that you

try a few different settings to achieve optimum performance for your specific application and that you create a profile specific for this material.

Color Matching


 For the best and most consistent results, a profile should be created using an

external color calibrator in conjunction with your RIP and color matching

software.

Finishing/Post Processing for Trade Show Graphics

Always use pressure sensitive laminates. Hand applying the laminate is not

recommended. Before applying the laminate, allow the image to dry for 24

hours.

Optimal Service Environment

For printing: 60° F -80 ° F, 50% Relative Humidity.

Handling Recommendations

Due to the absorptive nature of the coating, you should avoid touching the

coated surface of the film. It’s always recommended that cotton gloves be

used when handling ink jet coated materials. Rolls of polypropylene

film are supplied with the coated side facing out.

Service Temp. Range 
40 ° F - 104 ° F (5 °C to 40 °C).

Ideal Storage Conditions 

70 °F (21 °C), 50% R.H. (a controlled environment is recommended);  store in original packaging.

Shelf Life

Greater than 1 year from ship date when stored in proper conditions.
